PANTHER compressors ... more than just standard

air compressors

S | I Technicals specifications
PANTHER-Range - whisper compressors (lubricated)
Output Air Dimensions
Model I/min. Power Noise Level LxWxH Tank Size  max. Pressure Weight Price (net)
Shar Watt dB(A) mm Liter bar kg Euro
PANTHER P15-TC 12,5 135 30 350x280x340 - 8 (10%) 16 501,74
PANTHER P30-TC 18,5 200 30 350x280x340 3,5 8(10%) 18 543,98
PANTHER P50-TC 37 340 40 350x280x340 3,5 8 (10%) 22 788,62
PANTHER P50-10 37 340 40 330x330x470 9 8 (10%) 21 761,57
PANTHER P50-15 37 340 40 350x350x550 15 8 (10%) 26 797,41
PANTHER P50-24 37 340 40 400x400x600 24 8 (10*) 27 816,60
PANTHER P100-24 74 680 42 650x360x550 24 8 (10%) 50 1.483,46
PANTHER P100-50 74 680 42 860x400x750 50 8 (10%) 60 1.683,13
PANTHER P150-50 111 1020 43 860x400x750 50 8(10%) 83 2.172,08
PANTHER P200-100 148 1360 44 1400x570x730 100 8 (10%) 95 2.518,44
PANTHER P300-100 222 2040 46 1400x570x730 100 8 (10%) 105 3.973,41
Output Air Dimensions
Model I/min. Power Noise Level LxWxH Tank Size  max. Pressure Weight Price (net)
Sbar Watt dB(A) mm Liter bar kg Euro
PANTHER PC35-TC 20 560 58 280x340x340 3,5 7 12 853,67
PANTHER PC40-TC 21,3 270 58 320x340x340 3,5 8 (10%) 14 940,49
PANTHER PC90-TC 52 501 59 320x340x340 3,5 8 (10%) 17 1.212,64
PANTHER PC90-10 52 501 59 350x350x470 9 8 (10%) 18 1.234,90
PANTHER PC90-15 52 501 59 400x400x500 15 8 (10%) 23 1.291,08
PANTHER PC90-24 52 501 59 410x410x550 24 8 (10%) 25 1.313,34
PANTHER W40-E 49 450 50 440x230x390 3,5 7 17 819,67
PANTHER W40-VS 49 450 50 440x230x390 3,5 7 18 993,92
PANTHER M90 52 501 50 440x230x390 s 7 (8%) 17 910,56
PANTHER IM100 52 501 50 440x230x390 3,5 8 (10%) 18 1.397,50
DC12-100-24 (12 Volt) 50 560 75 410x410x550 24 8 (10%) 24 1.671,73
DC24-100-24 (24 Volt) 50 560 75 410x410x550 24 8 (10%) 24 1.671,73
Accessories Art.-No. Sucharge
Price (net)
AKA (automatic condensate separator) KOSIZU-Kit1 164,30
ASR (Start-up protection relay)) KOSIZU-ASR 175,00
Compressor o0il (0,5 L) SINCOM KOSIOEL-05 17,50
Air filter SA-C1794 17,00
Condensate filter SA-C1999 48,00
*) Optionally adjustable on request

(1) Noise measured in 1m. Distance according to DIN 45635 Part 13
All informations based on 230 volt compressors (except 12 and 24 volt).
115 volts / 60 Hz. Compressors offer more ,Output Air* by approx. 20%
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